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TECHNISCHE DATEN CE KONVERTER SCHALTPLAN
Hersteller: mawa design 1.TCI DC12W 500 mA BMU: schaltbar
Artikel-Nr.: wm 23 LED
L
Spannung: 230 V/50Hz
Schutzklasse: | @)
Schutzgrad: IP54 Kon- ]
Anschlussleistung: 6W N verter
Betriebsstrom: 500 mA
Lichtstrom LED: 600Im
Lichtfarbe: 2700K D DEKRA Bauart gepriift

Montage nur durch einen autorisierten Elektroinstallateur!
Eingriff nur durch autorisiertes Fachpersonal. Nur Innenraum geeignet.
Die Leuchte erfiillt die Anforderungen nach Schutzgrad IP54 nur bei Montage auf einer ebenen Oberflache.
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MOUNTING INSTRUCTION 3
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TECHNICAL DATA CE DRIVER WIRING DIAGRAM

Manufacturer: mawa design 1.TCI DC12W 500 mA BMU: switchable

Article No: wm 23 L LED

Voltage: 230V /50 Hz

Protection class: | @)

Degree of protection: P54 Driver o]

Connected load: 6W N

Operational current: 500 mA

Luminous flux: 600Im

Light colour: 2700K D DEKRA certified serie

Mounting only by an authorized electrician!
Intervention in the light by authorized technical personal only. Only for indoor use.
The protection degree of the light is only maintained when mounted on a level surface.
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