ELVA TINTED KU L2200k 271 tala@

6 WATT | 420 LUMENS | 2200K

Decorative, smooth dimmable LED filament lamp. This lamp uses 6 Watts of
power and achieves 420 Lumens at a CRI of 95. It has an IP54 rating.

LAMP BEST PAIRED WITH

Shape: G95 1. Brass Pendant
Materials: Brass cap, glass

Finish: Iron tinted

Beam angle: 360’

Base: E27

Weight: 0.069 kg

Working temperature: -5C to 40C ohl 2y
Warm up time: Instant r’]_“r

Warranty: 3years K ‘
Input Voltage: 220V-240V

Glare control: We use up to 8 LED filaments g
inour lamps. This, together with a thicker —
phosphor coating, reduces and controls glare, a
resulting in an even, more comfortable light.
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PERFORMANCE POLAR DIAGRAM
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CRI (colour rendering index) 95 50

Lamp lumen output 420 i
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DIMMING
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Dimmable: Yes
Dimming type: Trailing edge
Recommended EU Dimmer: Varilight - V-pro JXP401
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Afull list of compatible dimmers is available on request.

OUTER CARTON

I[ES/LDT FILE
Pc/ Ctn: 50
Gross weight: 6.1Kg Available upon request. | P 5 4
Length: 54cm
Width: 54cm EAN UK: 5060400151073
Height: 32cm
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Specification subject to change without notice. Refer to our website for the most recent product documentation.



