‘ Die Lichtfarbe kann ausschlieBlich Uber die Casambi APP gesteuert werden.

Tunable
White

2200 5000 K The colour of light can only be controlled by Casambi APP.
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Dieses Produkt enthdlt eine Lichtquelle der Energieeffizienzklasse F

Technische Daten

Funk:

Frequenz: 2,4 GHz

max. Leistung: +4 dBm (< 2,6 mW)

Voraussetzungen fiir den Betrieb
- SMART DEVICE mit iOS oder Android*
- CASAMBI APP

Eine detaillierte Bedienungsanleitung zur
CASAMBI APP finden Sie unter
www.oligo.de oder www.casambi.com

* Mindestvoraussetzungen:
iPhone 4s, iPad 3, iPod Touch 5
Android 5.0 mit Bluetooth 4.0 BLE

Technical Data

Radio:

Frequency: 2,4 GHz

max. power: +4 dBm (< 2,6 mW)

Requirements for operation
- SMART DEVICE with iOS or Android*
- CASAMBI APP

For detailed instructions regarding the CASAMBI
APP, see
www.oligo.de or www.casambi.com

* Minimum requirements:
iPhone 4s, iPad 3, iPod Touch 5
Android 5.0 with Bluetooth 4.0 BLE

Contains FCC ID: 2ALA3-CBM002A Contains IC: 22496-CBM002A

(1) This device may not cause harmful interference, and

This device complies with part 15 of the FCC Rules. Operation is subject to the following two condifions:

(2) this device must accept any interference received, including inferference that may cause undesired operation.

(1) This device may not cause interference; and

Le présent appareil est conforme aux CNR d’Industrie

(1) I'appareil ne doit pas produire de brouillage;

promettre le fonctionnement.

This device complies with Industry Canada’s licenseexempt RSSs. Operation is subject to the following two conditions:

(2) This device must accept any interference, including interference that may cause undesired operation of the device.

Canada applicables aux appareils radio exempts de licence. L' exploitation est autorisée aux deux conditions suivantes:

(2) I'utilisateur de I'appareil doit accepter fout brouillage radioélectrique subi, méme si le brouillage est susceptible d’en com-
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(@) Spannung Belastung Lampe

Voltage Loading Bulb IEC 62471 (EN 62471)
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: ca. 600-700 mm
\/ ~ 23,6% - 27,6




